
Data sheet S5LPJ2720
Telecentric Lens with C-Mount

T.. Tangential S..Sagittal

x = spatial freq. in c/mm y = modulation 

working distance

[mm] (+/-2%)

length  [mm] 470.6

max. object size   [mm] 77.5 x 58.1

at a chip size of [mm] 4.8 x 3.6 (1/3")

distorsion [%] 0.5

max. object size   [mm] 103.3 x 77.5

at a chip size of [mm] 6.4 x 4.8 (1/2")

distorsion [%] 0.8

max. object size   [mm] 139.6 x 104.7

at a chip size of [mm] 8.8 x 6.6 (2/3")

distorsion [%] 1.8

NA 0.0035

x = distortion [%] y = max. field is 87.4mm weight [kg] 12.0

Object Sensor

Figure 2: outline drawing other adapter on special request
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Figure 1: telecentric lens

Distortion for 586nm Specifications

ARTICLE #

magnification (+/-5%)

DIA C.A.
193,00

Ø218,00

6xM6
(60°)
16 tief
TK 202,00

Ø189,12 Ø104,00

DIA C.A.
22,20

1"x32 TPI
(Flankenwinkel 60°)

4,00

17,53
CCD

129,78
247,40

340,60

470,60

Ø40,00
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