
Sill Optics
GmbH Co. KG
Johann-Höllfritsch-Str. 13
DE-90530 Wendelstein

Copyright © Sill Optics GmbH & Co. KG 2007
All rights reserved. 

Tel.: +49/9129/9023 - 0
Fax: +49/9129/9023-23

E-mail: info@silloptics.de
Internet: www.silloptics.de

All information contained in this data sheet is for information purposes only and is not binding. The content is subject to change at any time without notifi cation, all information 
without guarantee. We reserve the right to make constructional changes in the course of product improvement.

LASER OPTICS

DATA SHEET  

S6ASS2060/126
airspaced lenssystem for wavelength 1064 nm

Issue A
Published 13.02.2009.

design wavelength [nm] 1064

focal length [mm] 63.4

optical principle airspaced

total length [mm] 30.0

mounting diameter 40.0

clear aperture [mm] 34.0

working distance [mm] 49.7

wavefront error 1) full beam diameter2) of  22.0 for <l/10

total number of lenses 3

total transmission [%] > 98

lens material fused silica

damage threshold 2) 5.0 J/cm² (1ns pulse at 50Hz)

weight [kg] 0.1

accessory none

Notes

1) wavefront error peak to valley on axis proved by design
2) full beam diameter = 2 x 1/e2 diameter


